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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 


Goldberg at the Home Office 
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3. HPC Key Machine Information: DSD 261, 1200CMB 


Card CX101, PCH Card PX101/Cutter: CW-1011, 


PCH1011/Jaw Type: A/Gauge: Black Tip Stop. 


4. Depth & Space Dimensions: 


Spaces/Inch: 1 = 845, 2 = 753, 3 = 661, 
4 = 568, 5 = 476, 6 = 384, 7 = 292, 8 = 200 


Depths/Inch: 0 = 0, 1 = 354, 2 = 329, 
3 = 304, 4 = 279, 5 = 254 


5. HPC Car Opening Authority 


Technique TC-1/Technique 


TC-8 applies to vehicles where 
the frameless car door window 


automatically rolls up into a 


weather tight channel when the 
door is closed and automatically 


drops partially when the door 


is opened. Note: Prying the 


window in any way can result 


in breaking the window and/or 
damaging the window channel. 
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6. Insert the HPC No. AS-1 AutoSleeve™ 


between the glass and the weather stripping. 


String the cord through the holes at the end of 


the tool. This will allow you to maneuver the tool 


and/or grab handles. Insert the HPC No. CO-88 


Skinny Twister™ or the HPC CO-90 Gold Finger™ 
through the HPC AutoSleeve™ or carefully insert 


the Skinny Twister into the vehicle between the 
glass and weather stripping. Lightly lubricating 


the tool may be helpful in easing it through tight 


fitting doors. Do not lubricate the cord. 


7. Position the tip of the tool or the string loop 
on the handle. Pull on tool and or cord to open 
vehicle. Another option would be reaching 
for the power unlock switch. 


8. Lock Picking Style PX. Ignition Lock: 
Acc./On/Start = CW, Off/Lock = CCW. 


Driver Side Door: Lock = CW, Unlock = CCW. 


Trunk: CW = Unlock, Glove Box: 


Lock = CW, Unlock = CCW. 


9. Airbag Locations: Driver Side 
Steering Wheel, Passenger Side Front Dash, 
Inside Seatback Upholstery. 
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10. Ignition Lock Removal. Location: 
Column/8 Tumblers/Tumbler Positions: 2–8. 


11. Remove 3 (T-15) screws 


from bottom of column shroud. 


12. Remove bottom portion 
of column shroud to access ignition lock. 


13. With lock in “On” position, depress on cylinder 


depression pin located at bottom portion 


of housing to remove lock. 


Ignition Lock 
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14. Picture of ignition lock. 


15. To dissemble ignition lock, make a service key 
without the bow of the key blank as shown. 


16. Insert the service key into the ignition lock 


and rotate core to remove from rear of housing. 


17. Remove core from rear of ignition lock housing. 
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18. Notice how the shutter can be removed 
from face of housing after core 
is removed from housing. 


19. Picture of ignition lock parts. 


20. Door Lock Removal. 
6 Tumblers/Tumbler Positions: 1– 6. 


21. Door Panel Removal. Caution! 


The disassembly of the door lock can be difficult 


and timely depending on one’s experience. 


Door Lock 
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22. Remove interior access panel of mirror 


(2 snap clips) on the driver side of door. 


23. Disconnect power mirror plug. 


24. Carefully pull outward on snap-in screw 


access cap at doors latch lever. 


25. Remove 1 (T-30) screw. 
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26. Carefully pull outward on snap-in screw 
access cover at door arm rest. 


27. Remove snap-in screw access cap 


at door arm rest. 


28. Remove 1 (T-30) screw. 


29. Pull upward on power window assembly 


to remove. (2 clips). 
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30. Disconnect power window plug. 


31. Remove power window sub-assembly. (4 clips). 


32. Remove 1 (7mm) screw. 


33. Remove 8 (7mm) screws around door panel. 
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34. Lift upward then outward to remove door panel. 


35. Disconnect cable linkage from lever release. 


36. Disconnect power lock and unlock switch plug. 


37. Picture of back side of door panel. 
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38. Reconnect the power window switch. 


This will allow you to lower the window 


until window bolts mounts are accessible 


through access holes to be removed. 


39. Peel back on plastic door liner. 


40. This picture shows the window mount 


on the door latch side. 


41. This picture shows the window mount 
on the door hinge side. 
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42. Lower the window with the power window 
switch until window bolts mounts are accessible 
through access holes to be removed. 
Secure window with a wedge or have another 
person hold the window to prevent damage 
to the window. Remove 1 of 2 (10mm) bolts 
of window mount assembly. 


43. Remove the second window mount bolt. 


Carefully lift upward on window 


to remove and set aside. 


44. This picture shows the interior side 
of the door lock assembly and the door latch assembly. 


45. Remove 1 (10mm) bolt of lock housing 


and disconnect lock from linkage to remove. 
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46. Picture of door lock. 


47. To dissemble door lock, 
remove C-Clip and Driver from end of lock. 


48. Remove face cap. 


49. Notice detent pin at front end 
of cylinder and housing. 
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50. Insert key or key blank into lock 
to prevent tumblers from falling out of core, 
remove core from housing. 


51. Picture of door lock parts. 


52. When reinstalling the window, it is very 
important to align the window into its track. 
This picture shows the upper portion 
of track outside the door cavity. 


53. This picture shows the internal portion of the 


track inside the door cavity. Caution: DO NOT 


OVER TIGHTEN WINDOW MOUNT BOLTS. 
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54. Trunk Lock Removal. 


6 Tumbles/Tumbler Positions: 3– 8. 


55. Interior view of trunk latch assembly. 


56. Remove emergency pull handle from shroud. 


57. Pull outward on trunk lock shroud 
(2 snap clips) to access trunk lock. 


Trunk Lock 
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58. Disconnect trunk light plug. 


59. Carefully unsnap and remove power 


unlock actuator from end of lock. 


60. Remove 2 (10mm) bolts to remove trunk lock. 


61. Picture of trunk lock. 
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62. Remove face cap gasket cap from front of lock. 


63. Remove face cap. 


64. Remove core from housing. 


65. Picture of trunk lock parts. 
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66. Glove Box Removal. 
3 Tumbles/Tumbler Positions: 6– 8. 


67. Open glove box, press inward 


on both sides to lower door to access lock. 


68. Remove 3 (P-2) screws 
and remove lock from front of door. 


69. Picture of glove box lock. 


Glove Box Lock 
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70. Turn core to depress core holding tumbler. 


Pull outward on core to remove. 


71. Picture of glove box lock parts. 


72. Picture of front of vehicle. 


73. Picture of driver side of vehicle. 


74. Picture of passenger side of vehicle. 


75. Picture of rear of vehicle. 


76. Picture of window interlocking 
in top roof portion of window channel. 
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